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PACKAGING

VOLTAGE: 230V. AC AIRSPEED: 50 Km/HOUR

ELECTRICAL FEATURES

Approved by:     Quality Control Dept

FIXING

FREQUENCY: 50 Hz

TOTAL POWER: 925 W

CONSUMPTION: 4 A

ELECTRICAL INSULATION: CLASS II

BY MEANS OF FOUR SCREWS AND FOUR WALL PLUGS - PROVIDED                                                                                                                                                              

SINGLE UNIT PACKAGING                                     
6 UNITS REPACKAGING.

                           TECHNICAL DATA SHEET           

NET            
(without packaging)

WIDTH: 185 DEPTH: 115

CHARACTERISTICS

DESCRIPTION

NAME

WHITE WALL MOUNTED HAIR DRYER                                                                                                                                                                                                     

REFERENCE

8427950304163

AB50000

*MEASURED FROM THE TOP WITH HOSE HANGING

 EAN CODE
FLEXIBLE AND ADAPTABLE HOSE

AIR TEMPERATURE: 60 ºc (at 10 cm)

EFFICIENT AIRFLOW: 50 m³/HOUR

CERTIFICATIONS: CE, TÜV AND GS

 DIMENSIONS (mm)

WEIGHT (kg)

MADE OF WHITE ABS PLASTIC AND POLYCARBONATE "V0"                                                                                                                                                                                                                                                         

WHITE

DIMENSIONS (mm)

WEIGHT (kg)

HEIGHT: 425 WIDTH: 185 DEPTH: 130

HEIGHT: 550*

SOUND PRESSURE: 62 Db 

COLOUR / FINISH

MATERIALES

GROSS      
(with packaging)             

 WHITE ABS WALL MOUNTED HAIR DRYER

AUTOMATIC SWITCHING ON WHEN REMOVING THE HANDSET 

ANTI-VANDAL SYSTEM AND DOUBLE ELECTRICAL INSULATION

CLASS II : GROUNDING WIRE NOT REQUIRED

CAN BE INSTALLED AT 0.6 mt FROM WATER POINT 


